
Cut cable with sharp 
cutters at a 90 degree 
angle. The cutter tool 
should be designed to 
cut copper clad steel 
center conductor. After trimming, inspect the cable. The 

goal is to make sure all braid wires are 
folded straight back on the jacket, and 
there is no trace of the dieletric wrapped 
around the center conductor.  
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Check center conductor length against trim 
guide on the rear of the connector body. 

0.25” (6.35mm)
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Remove the outer 
foil and fold the braid 
back against the 
outer cable jacket. 

4 TRI-SHIELD

Using a series 11 axial compression 
tool, compress the connector on the 
cable. Closed connector length 
should be approximately 1.41" 
(36mm). This is measured from the 
post face to the rear of the 
compression ring. The end shell lip 
shou ld  cover  the  opt imized 
compress ion groove on the 
connector body. 
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Insert the coax into the 
appropriate cable prep 
tool designed for Series 
11 coax and trim the 
cable to 1/4 x 1/4 inch 
dimensions.
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Fold the outer braid back 
against the outer cable 
jacket, remove the outer 
foil layer, and fold the 
inner braid layer back 
against the outer cable 
jacket.

4 QUAD-SHIELD

Align the end of the connector body next 
to the end of the dielectric. Mark the 
cable jacket where the end of the 
connector stops.

Push the connector into the 
female port until it clicks. 
Tighten connector onto female 
port. Recommended torque is 
20 to 30 in-lbs. 

To ensure weather proof operation, 
use a PerfectVision PVSR425 
weather seal on an outdoor port (1/2" 
long with smooth sealing area) 
compliant with ANSI/SCTE 01. 
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Insert the cable into the connector. 
Push the connector using a back and 
forth rotating motion until the end of the 
connector reaches the mark on the 
cable. 
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